MANUFACTURERS OF SUPERIOR FLUORESCENT LUMINAIRES

FEATURES

Surface Mounted Single Sided Vandal Resis-
tant EXIT Light. Jumbo Size. Suitable for
maximum viewing distance of 40m.

1.2mm Fabricated Sheet Steel Body finished
in White Powder coat.

Access to internal components via heavy duty
side door fixed with tamper proof screws.
Internal components on removable gear tray.
Suitable for wall, ceiling or side mounting
(one side only).

High Impact 4.5mm Clear Polycarbonate
Lens Panel over white-on-green Pictorial Ele-
ments Exit Sign Face. - AS2293.3-2005.
Available with choice of Pictorial Elements -
Straight on from here; Left from here (as
shown); or Right from here. Please specify
when placing order.

Luminous opening in bottom face provides
Downward Lighting Component

Available with Stanilite NEXUS Monitored
Emergency Pack.
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PROJECT LUMINAIRE TYPE

HIGH IMPACT SECURITY
EXIT LIGHT - JUMBO SIZE

AGJ218

Specifications

Height (H) 330mm

Length (L) 650mm "

Depth 135mm

Weight 15kg ‘ L 1

NOTE: When installing fitting allow 640mm clearance
on Right Hand Side for maintenance of EXIT Light.

Specifications subject to change without notice

ORDERING INFORMATION

AGJ 2 18

Specifications subject to change without notice

Example: AGJ218 ME-NEXUS

ME-NEXUS

Series | | No. of Lamps | | Lamp Type | |
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