
Specifications subject to change without notice 

FEATURES 
• Wide Beam general service exterior Floodlight 
• IP65 Rated 
• Temperature resistant UV resistant Polyimide 

body. 
• Toughened glass lens 
• Integral control gear 
• Available in High Pressure Sodium, Metal Hal-

ide and Mercury Vapour. 
 

MXF 

ORDERING INFORMATION Example: MXF 400 MH 
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 MXF  

 

MEDIUM EXTERIOR FLOOD 

Series Lamp Type Wattage 
MXF 

 

250, 400 

250, 400 

250, 400 

HPS  High Pressure Sodium 

MH  Metal Halide 

MV  Mercury Vapour 

FREND LIGHTING INDUSTRIES 
PTY. LTD. 
ABN 76 072 502 311 

14 JAYBEL ST., SALISBURY QLD 4107 
PO BOX 268 SALISBURY QLD 4107 
PHONE:   (07) 3277 7222 
FAX:         (07) 3272 9000 
EMAIL:     tech@frend.com.au 

MANUFACTURERS OF SUPERIOR FLUORESCENT LUMINAIRES PROJECT LUMINAIRE TYPE 

Specifications  

Width (W) 440m 

Height (H) 415mm 

Depth (D) 155mm 
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